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The AEA RPQ with Curve Shaping is the tool of choice for all ribbon mics. Switchable and tunable 
low frequency (LF) contour controls tame proximity problems. Switchable and tunable high 
frequency (HF) contour controls provide HF extension and slope control. Switchable high-current 
P48 power on the AC coupled inputs supplies full specification phantom current and voltage. 

The RPQ has the speed, quietness, and headroom needed for high resolution recording with 
every microphone: ribbon, condenser, and moving coil. AEAõs JFET circuit topology delivers all the 
dynamics, subwoofer bass, and fast transients that your ribbons or other mics can capture. This 
architecture combines the quietness of solid state with an openness reminiscent of tubes.  

The RPQ shines in situations with unexpected dynamics. Its minimalist design recovers instantly 
from overloads. With a No LoadÊinput impedance above 10,000 Ý, the RPQ is ideal for active or 
passive mic-splitting, as it wonõt load down a mic and change its sound. This robust package has 
what you need to handle the most demanding challenges on the road and in the studio.

RP48Q

With Curve Shaping
Your sound right now

at your fingertips

High Performance Preamps 
for active or passive ribbons 

Â Curve Shaper for extended highs and articulate lows
Â DC coupled No LoadÊinputs for classic ribbons
Â AC coupled inputs for phantom powered mics
Â 80 dB of quiet, clean, and quick JFET gain




